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10.] Barrel Brass Nicke! Plated 2 5 S 1 I
9. Spring S SUS—304 _ 1 -
@
8. Spring L 5US—304 1 ® @b@ D0 ‘AD =
7.| Tip Sping 0.25T Brass U1 silver Plated
6. | Shunt Terminal B | 0.3T Brass 1 Silver Plated
5. | Shunt Terminal A | 0.3T Brass 1 | Siver Plated
4. | Ring Spring 0.25T Brass 1 Stiver Plated Pin Hole Layout
3.| Earth Terminal | 0.3T Bross 1 Silver Plated {(Jack Bottom View)
2.1 Cover PBT L Black Color
1.]  Housing PBT 1 | Black Color
NO.| Description Material 7| Finish
SPECIFICATIONS: o
Contact Resist : 30
DATE DWN CHKD InusrllJigfion eﬁselzfgﬂﬁ\ece : 100K l'l::l)r(‘ qt 0OC 500V
Dielectric Withstanding Voltage: AC 500V for cne minute
10,410,201 1 Remark: A : The Most impertant Dimension
PART NAME: 3.5¢ PHONE JACK : .
SCJ368MON(*)SO0B00G
TOLERANCE :+0.3mm UNLESS OTHERWISE SPECIFIED UNIT:mm @) £ )




