11 | 12 | 13 | 14 | 15 | 16 | 17 | ]
1
SCHEMATIC 3
Al /\_I:. 2 o n
MODEL_NO C — “ o
_ ®) |
_:O L
]
J A(C>14.00 3.00 AE1.20 A(F4.50 B
AA8.70 o ©
) ; 10.50 /@ _ ; E
- | = i ol =
™ D\ - 1 ~
g = ©
Sk oL E\@ =
— | |—| -
C @/ AL40 C
2-4.00
| Sl 120 . 450 ¥ |
S \ g n
= l bos|
: - & 1
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4. |Housing PAB6+337% 1 Black Color B 1 © 0S5
3. [Break Terminal|0.4T Brass 1 | Silver Plated E .40 L <l 0
| 2. [Sleeve Spring (0.2 Phosphor Bronze | 1 | Silver Plated — ‘ —
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] SPECIFICATIONS: —
PART NAME :DC POWER JACK|PART NUMBER: SCD433CCS000B00G VERSION:7.0 | Contact Resistance : 30mQ max
Current Ratin : Max 5.0A , 24V DC
Insulation Resistance : 100MQ min. at DC S00v
TOLERANCE :£0.3mm UNLESS OTHERWISE SPECIFIED UNIT:mm @ g SCALE:1/1 Rielectric Withstonding, V,g:g:,g,:;,,fcoﬁg,vsigg' one minute
L R 2] ERE e ] E N 7]



