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— 8. |Insulator B [Red Vulcanited Fibre [ 1 [Red Color 3-1.20%0.20 3 5 -
7. |Insulator A |Red Vulcanited Fibre | 1 |Red Color 3-2.80 e A(>711.00%0.20
6. |Pin(2.09) Low Lead Brass Rod | 1 |Nickel Plated <, ™
D 5. |Bushing Low Lead Brass Rod | 1 [Nickel Plated [55’70\*0] D
4. |Housing PBT+15% 1 |Black Color <Y
3. [Break Terminal [0.3T Brass 1 [Silver Plated
" | 2. [Sleeve Spring [0.4T Phosphor Bronze | 1 |[Silver Plated B
1. |[Pin Terminal |0.3T Brass 1 |Silver Plated For Redference
NO.| Description Material Q°TY Finish 1%@@26%
E S FI @ G U o DATE | DWN | CHKD | APVD MANAGER RoHS&SVHC | |E
06.22.2021 T V3 C()mphant
] SPECIFICATIONS: —
PART NAME :DC POWER JACK|PART NUMBER: SCD554CCS001B0OOL VERSION:2.0 8°"t°°tt Resistance §a°m%g'£’<2
In:mz't‘ion oRens stance : 133MQ min. at DC 500v
TOLERANCE :+0.3mm UNLESS OTHERWISE SPECIFIED UNT:mm{ @) £}| SCALE:1/1 | Dilsctric Withstanding Voltage: AC SO0V for one minute
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