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10. |Washer 0.3T Steel 1 |Nickel Plated 5 A
9. [Nut Low Lead Brass Rod |1 Nickel Plated /- H
— 8. |Insulator B Red Vulcanited Fibre |1 Red Color
7. |Insulator A Red Vulcanited Fibre | 1 Red Color % H
6. |Pin(2.5¢) Low Lead Brass Rod [ 1 [ Nickel Plated E \_/
o 5. |Bushing Low Lead Brass Rod | 1 Nickel Plated é E 10.00 .| 210 I
4. |Pin Terminal 0.3T Brass 1 | Silver Plated %Q ™ NUT WASHER
3. [Break Terminal | o 317 Brass 1 | Silver Plated
— 2. [Sleeve Spring [ 0.4T Phosphor Bronze [ 1 | Silver Plated
. |Housin PBT+15% 1 | Black Color
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PART NAME :DC POWER JACK [ PART NUMBER:SCD556DCS113BOOL VERSION:3.0 Gontact R,'fost'?,fg"“ :a%TSOA 24V DC
S finss A ot S 2%,
TOLERANCE :£0.3mm UNLESS OTHERWISE SPECIFIED UNIT:mm @ g SCALE:1/1 Remeric. A - The  Most |f,,p°c',9,f°',,t Dimension C¢ minute

> |

ml

L R 2] ERE e ] E N 7]



