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Series Number

“S”: Designation for DIN Receptacle

Number of Contacts: “3” – “9”
*Visit the individual part pages for each series to see which options are available.

Grounding/Contact Plating: “T”: Tin, “G”: Gold Flash, “N”: Nickel.

Terminal Plating: “T”: Tin, “S”: Silver, “G”: Gold Flash

Shell Plating: “0”: Without Shell, “T”: Tin, “N”: Nickel (Standard)

Plastic Housing Color: “B”: Black (Standard), “G”: Green, “L”: Purple, “0” (Indicates Black for SCN550/552/570/571/600/610). Other 
colors are available… Inquire within.

Special Options:
	 (i) For SCN550/551/552/556/570/571/600/610: “000”
	 (ii) For SCN530/553/554 
		  “010”: Without Grounding Shield
		  “020” With Grounding Shield
	 (iii) For SCN572/573
		  “000” Flat Grounding Terminal
		  “003” Kinked Grounding Terminal
	 (iv) For SCN771/773
		  “001”: Flat Grounding Terminal and Flat Terminals from Shell
		  “002”: Fork Type Grounding Terminal and Flat Terminals from Shell
		  “003”: Flat Grounding Terminal and Kinked Terminals from Shell
		  “004”: Fork Type Grounding Terminal and Kinked Terminals from Shell
		  “005”: Fork Type Grounding Terminal and Fork Type Terminals from Shell
	 (v) For SCN781/783
		  “001”: Flat Grounding Terminal 
		  “003”: Kinked Grounding Terminal

9 RoHS Compliance: “G”
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